
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 

SCOTTY I-ADAPTERS  

The missing link to combine all kinds of communicat ion networks  
 
› I have an Inmarsat B terminal and a laptop – how can I check my emails? … all of my 
communication must be secure – how do I connect my encryption device to the network? … I 
want to dial a 2B ISDN call from my boat – is it possible? … can I multiplex a new Inmarsat GAN 
with my old Inmarsat B? 
 
› The SCOTTY I-ADAPTERS answer your communication needs: 
 
› The SCOTTY I-SYNC adapter provides an interface between a dial-up ISDN inter face and 
synchronous serial ports. Several interface and dialing standards are available to connect the 
system to an encryption device or any Inmarsat-B terminals on the market. Common ISDN 
products can be used via the SCOTTY I-SYNC. 
 
› The SCOTTY I-SPLIT adapter provides an interface between a dial-up 2B ISDN interface and 
TWO 1B ISDN ports. This makes it possible to use standard 2B ISDN products using two 
Inmarsat GAN terminals in parallel. 
 
› The SCOTTY I-MIX adapter provides an interface between a dial-up ISDN interface and one 
synchronous serial port and a 1B ISDN port. This enables 2x64 kbps dialing with an ISDN 
product through an Inmarsat GAN and an Inmarsat B in parallel. 
 
› All adapters can be outfitted with SCOTTY‘s specialized „MagicVoice“ and „MagicData“ 
technology. These unique features make it possible to use multiple subscriber numbers with 
Inmarsat B terminals and make voice calls over high speed data (for encryption applications). 
 
› The SCOTTY I-ADAPTERS are integral components of SCOTTY solutions. 

 FEATURES 
INTELLIGENT CLOCK 
MANAGEMENT, INSENSITIVE 
TO CLOCK VARIATIONS 
BI–DIRECTIONAL DIALING 
PROTOCOLS 
MEANINGFUL RESPONSE 
MESSAGES 
POWER FROM THE 
ISDN NETWORK 
»MAGIC« FEATURES 
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Contact your Authorized Reseller or SCOTTY Group representative to learn more. Specifications subject to change without notice. 
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 TECHNICAL SPECIFICATIONS  

 
POWER SUPPLY 
› DC 10 – 36V; AC adapter, 90 – 264V, 47 – 440 
Hz or from ISDN network (I-SPLIT, I-MIX) 
 
SIZE & WEIGHT 
› 224 x 105 x 44 mm (8.8 x 4.1 x 1.7"); 
0,92 kg (2 lbs) 
 
TEMPER ATURE 
› operating, (storage): 0 to +40
C, (-20 to +60
C) 
› relative humidity: 90% non-condensing 
 
LOCAL ISDN CONNEC TOR 
› RJ45 socket; S/T interface 
 
NET WORK CONNEC TORS 
› I-SYNC:  D-Type 25 pin male synchronous 

network (first B channel) 
D-Type 25 pin male synchronous 

                     network (optional, second B channel 

› I-SPLIT:  2 x RJ45 socket for network ISDN 
(e.g. 2x INMARSAT GAN) 

› I-MIX:  1 x D-Type 25 pin male synchronous 
network (first B channel) 
1 x RJ45 socket for network ISDN 
(second B channel) 

 
ISDN PROTOCOL* 
› EuroISDN; Deutsche Telekom 1TR6; AT&T; 
Northern Telecom (DMS-100); National 
ISDN-1 and 2 (North America); NTT INS-64 
(Japan); KDD ISDN (Japan); Telecom 
Australia Austel TS-013 
 
NET WORK STANDARD* 
› EIA-530, EIA-530A 
› RS-449, RS-232/V.24 
› V.35, RS-485 

 

DIALING STANDARD* 
› V25bis; X.21; DTMF 
 
SCOTTY UNIQUE OP TIONS* 
› Magic Voice: Enables voice calls and MSN 
function over synchronous networks/ 
interfaces 
› Magic Data: For data with MSN function over 
synchronous networks/interfaces 
› Magic Mix: Combination Magic Voice 
and Magic Data 
› Chaining: Clocking info (and power) cable for 
running multiple I-Adapters in parallel 
 
*ORDER OP TIONS: 
› Single or dual B channel version 
› ISDN protocol 
› network connection type 
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2 x RJ45 socket for network ISDN 
(e.g. 2x INMARSAT GAN) 

 

D-Type 25 pin male synchronous network 
(first B channel) 
D-Type 25 pin male synchronous network 
(optional, second B channel) 

 

D-Type 25 pin male synchronous 
network (first B channel) 
1 x RJ45 socket for network ISDN 
(second B channel) 

 


